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• Fully featured mosquito trap. 
• Premium features, proven performance and stylish design. 
• Safe 12 volt operation. 
• Uses No Flammable Liquids Like Propane 
• Lethal to mosquitoes. 
• Includes 3 metre (10’) cable and 12 volt transformer. 
• See independent test results at www.megacatch.com 
• Mega-Catch™ Mosquito Traps should be used in conjunction with other sensible control measures designed to 

manage mosquito problems. 
• For Outdoor Use 

 
DOMESTIC  
KEEP OUT OF REACH OF CHILDREN 
 
READ THE LABEL AND ENCLOSED INSTRUCTIONS BEFORE USING  
REGISTRATION NO. 28883 PEST CONTROL PRODUCTS ACT 
 
Box Contents:  
1- Mega-Catch™ Alpha Mosquito Trap  
1 x 110/12 volt Transformer 
1 x Standard Catch Bag 
 
      
Envirosafe Technologies NZ Limited    
c/o 275 Slater Street, Suite 900 
Ottawa, ON K1P 5H9 
1 800 731-3946 
www.megacatch.com 
 
 
 
 

14-APR-2008   2007-2349



SIDE 2 
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Mega-Catch™ ALPHA Mosquito Trap 
 
The Mega-Catch ALPHA mosquito Trap is designed to be used with Mega-Catch Octenol Fragrance Strips (not 
included) which attract certain types of mosquitoes.  
 
The Mega-Catch™ ALPHA Mosquito Trap - constructed from resilient and weatherproof polypropylene, features the 
most recent advances including our patent pending multi-frequency digital pulse lighting system, high output variable 
heated surface, long life fan, easy fit catch bag and 12-volt UL approved transformer. 
 
The Mega-Catch™ ALPHA Mosquito Trap can be located unobtrusively on a deck or patio or in the backyard. 
 
Mega-Catch™ ALPHA Mosquito Trap comes fully assembled – simply install, connect power, switch on and let Mega-
Catch™ ALPHA Mosquito Trap go to work. 
 
Installation of Mega-Catch™ ALPHA Mosquito Trap 
 
Place your Mega-Catch™ ALPHA Mosquito Trap on a flat surface approximately 0.75 - 1metre (2 to 3’) above floor or 
ground level.  
 
Alternatively, install a metal ring (key-ring loop) through the hole on the lid, and hang or suspend the trap so it is 
approximately 0.75 - 1metre (2’ to 3’) above floor or ground level.  
 
Then, plug into main power supply. 
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Mega-Catch™Alpha Mosquito Trap One Year Limited Warranty 
 
Mega-Catch™ Traps are subject to a limited one year warranty against defects in materials and workmanship. In such 
cases the manufacturer will repair the product or part, or furnish a reasonably similar replacement product or part that 
is either new or factory refurbished. See enclosed warranty details. 
 
Specifications 
 
Power Source: AC/DC Adaptor 
UL Listing: 48ST E198424 
Input: 120V AC 60Hz 30W 
Output: 12V DC1.2A 
U.S. Trade Mark Reg. No: 2,679,688 
U.S. Patents Pending 
CAN Trade Mark Reg. No: TMA623,018 
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Made for: 
Envirosafe Technologies NZ Ltd 
c/o 275 Slater Street 
Suite 900 
Ottawa, ON K1P 5HP 
 
www.megacatch.com

http://www.megacatch.com/


  
NOTICE TO USER:  
 
This pest control product is to be used only in accordance with the directions on the label. It is an offense under the 
Pest Control Products Act to use this product in a way that is inconsistent with the direction on the label. The user 
assumes the risk to persons or property that arises from any such use of this product.  



******************************

This label transcript service is offered by the Pest Management Regulatory Agency to provide
efficient searching for label information.  This service and this information do not replace the
official hard-copy label.  The PMRA does not provide any guarantee or assurance that the
information obtained through this service is accurate, current or correct, and is therefore not
liable for any loss resulting, directly or indirectly, from reliance upon this service.


	The Mega-Catch ALPHA mosquito Trap is designed to be used with Mega-Catch Octenol Fragrance Strips (not included) which attract certain types of mosquitoes. 



